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- THE, SHERWIN-VILLIAMS COMPANY . .

 §TREET ADQRESS 101 Prospect Avenue CITY. STATE, AND 21P CODE Cleveland, Ohio 44101
. . E . : i
EM&RGEncvrsLEPHoNE~o (2;6) 566 2917 qr (216) 566"26‘30 &
AEf}Q?UC,Tc‘gAsls B Lacquer Putty ’ ""!“?. o MANQ&&IURE&SCO'D;noer’qrtFACATiON D3 A 2747
,,.,T'?.'."RF'-’W‘;E High Speed Glazing Putty Light Gray
Section Il — HAZARDOUSINGREDIENTS
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“Isobutyl Acetate ; o 700 1.3 12.0
Isopropyl Alcohol - %t o ol 980 2.0 33.0
** Xylene R 435" 1.0 5.9
Toluene 375 1.0 ..22.0
2 Ethoxyethanol 370 1.8 3.8
Isopropyl Acetgte. . 950 1.8 42.0
Aliphatic. Hydrgcarbon, _ ‘ e 364 1.0 .53.0
. Butyl Alcohol - S 3 e -150 1.4 5.5
Methyl Ethyl Ketone‘ : BUAT LR *'590 1.8 70.0
B E S aied PhT o o 1o ke
, Sectlon - PHYSICAL DATA
BOILING RANGE ‘ ‘ VAPOR DENSITY CX_] HEAVIER, | JLIGHTER. THAN AIR
: Al 176-289°F , ,. gt _—
'EVAPORATION RATE DFASJ’ER -SLOWEHJHAN ETHER - gglra:)fm‘»éomn WL QELESL"E“ 133 1

Sectlon IV FlRE AND EXPLOSION HAZARD DATA

100

Exvmautsmne MEDIA 2t '3 i g
- “Carbon’ Dioxide, Dry Chemical, Foam,

" UNUSUAL FIRE AND EXPLOSION HAZARDS * ~

Water ' spr;}"uxhay b‘.ei ?Lt‘x‘efvfective !Water é‘hoﬁigl ];e.};sedtokeepfiyeexposedcgntai,ners cool.

. 8PECIAL FIRE FIGHTING PROCEDURES ' o

Keep containers isolated from heat, sparks, gnd open flame.
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" Section V — HEALTH HAZARD DATA .
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: THRESHOLD LIMIT VALUE SEE HAZARDOUS INGREDIENTS SECTION u
. _,vEFFECTSOFOVEREXPOSUHE R R A g s

"In a confined area vapors ‘in’ high concentration are anesthetic.  Trritant to
-skin and upper respiratory systenm, . Over-exposure’ ‘may result in 1ightheadedness and staggering
gait._

EMERGENCYANDFMSTMDPROCEDURES T :
Remove from exposure. Restore breathing. Keep warm and quiet. If contact with
eyes is made, flush with copious quantities of water for 15 minutes. Wash affected area with

water, Remove contaminated clothing and wash before reuse
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Section VIl — REACTIVITY DATA

. STABILITY. . [ unsTABLE X stase CONDITlQNSTOAVOlD,.,.L
" INCOMPATABILITY (Matoriais 16 avold] - ‘ y -

HAZAQDQUSOECOMPO&NONPHQDuCTS . A o
' ; By fire. Carbon Dioxide, Carbon Monoxide, Oxides of Nitrogen. S

SN

oAt . '

HAzAnoous. POLYMERIZATION [:] MAY OCCUR X wiet NOTOCCUR TR ' Tl
CONDITIONS TO AVOID
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Sectlon VIl — SPILL OR LEAK PROCEDURES

.:.‘t

4 STEPSTO BE TAKEN IN CASE MATERIAL IS RELEASED OR SPILLED v &
Remove all sources of ignition.- Ven,tilate and remove with igert absorbent.

““STEDWPOSALMETHQD . Incinerate in approved facility. Do not incinerate closed contairer,
Dispoee in accordance with Federal, State, and Local regulations regarding pollution

N . Secuon VIII -— SPECIAL PHOTECTION INFORMATION

RESPIRATORY PROTECTION !
& If engineering ang administrative controls of -air.centaninants are not
feaaible, use respiratory. devicee approved by NIOSH/MESA for protection’ against
_ spray mist and vapors.
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'VEN“L‘”ON ' ‘t Local exhaust preferable Mechanical (general) exhaust acceptable.
» -:Special ventilation required tokeepbelow TLY and LEL." SRS

Tor e nas RPN NPEPRN S ) . ik e e R
bk sy L ,4,...,,,”._..,;, el LT N T v e Cond

TROTECTIVEGLOvEs . Required fof prolonged o répeated o tast
| EYEPROTECTION Safety spectacles with unperforated sideshields.

" QTHER PROTECTIVE EQUIPMENT -

Section IX — SPECIAL PRECAUTIONS

PRECAUTIONS TO BE TAKEN IN HANDLING AND STORING E ""{','// P ek
.
DOL Storage Category 1B : //

(OTHERPRECAUTIONS  Keep from heat, sparks, and open flame.i Avoid prolonged breathing of vapor or
. spray mist., Avoid contact with skin. Do not take internally. Close container after '
~‘using. Use with adequate ventllation. Keep out of the reach of children. Consult NFPA Code
~Use“approved Bonding and: Groupding: procedures. g R o :
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